Falcon® Tube, Pipet, and Cultureware
Chemical Resistance Chart

Corning Life Sciences, Tewksbury, MA USA F AL c O N®

A Corning Brand

Polypropylene Polystyrene
Room Temp. 50-60°C Room Temp. 50-60°C

Acetaldehyde ]
Acetic Acid, 5%
Acetic Acid, 50%

Acetone

Acetonitrile

Ammonium Acetate, Saturated

Ammonium Hydroxide, 5%

Ammonium Hydroxide, 30%
n-Butyl Alcohol

Chloroform

Chromic Acid, 50%
Cyclohexane

Dimethylsulfoxide
Ether

Ethyl Alcohol, 50%
Ethyl Alcohol, Absolute
Ethylene Glycol
Formaldehyde, 10%
Formaldehyde, 40%
Formic Acid, 5%
Formic Acid, 50%
Glutaraldehyde
Glycerine

Glycerol

Hydrochloric Acid, 1-5%
Hydrochloric Acid, 35%
Hydrogen Peroxide, 5%

Hydrogen Peroxide, 30%

Isobutanol

Isopropanol

Methyl Alcohol Methanol

Methyl Ethyl Ketone

Nitric Acid, 1-10%

Nitric Acid, 70%

Phenol, Liquid

Phosphoric Acid, 1-5%

Phosphoric Acid, 85%

Picric Acid

Pine Oil

Potassium Hydroxide, 1%
Potassium Hydroxide, Concentrated
Sodium Hydroxide, 50% to Saturated
Sulfuric Acid, 10%

Sulfuric Acid, 98% Concentrated
Trichloroacetic Acid

Tris Buffer, Solution
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Compatibility with chemical:
m m m Excellent [ ] Fair
" m Good X Not recommended for continual use



Corning acquired the Falcon®brand.
For information, visit www.corning.com/discoverylabware.

For a listing of trademarks, visit us at www.corning.com/lifesciences/trademarks.
Corning Incorporated, One Riverfront Plaza, Corning, NY 14831-0001

CORNING

Corning Incorporated
Life Sciences

836 North St.

Building 300, Suite 3401
Tewksbury, MA 01876
t800.492.1110

£978.442.2200

£978.442.2476
www.corning.com/lifesciences

© 2012, 2013 Corning Incorporated Printed in USA 3/13 CLS-DL-CC-082



